
TeraSpin distance clips (spacers) 
for ring frames

Opening 'X' shown in the following table is the vertical distance between the nose bar and the 
lower edge of the cradle at the nip point without considering the apron thickness. In case of ring 
frames, if the apron thickness is 0.9 mm, the two aprons (bottom and top) will use up 1.8 mm 
space and hence any distance clip which gives an opening of 1.8 mm or less will not be effective. 
For example, in case of TeraSpin, the red distance clip, which gives an opening of 1.7 mm, will not 
be effective for short cradles OH 62-1275254, OH 62-1275267, OH S 168, and OH S 175.

Applications

Machines  : Cotton and worsted ring frames

Process  : Spinning

Weighting arms  : TeraSpin PK 2025, PK 2025-22R, PK 2035, PK 2035-22R, PK 1601-01 and SKF PK 225, PK 235

Cradles   : TeraSpin OH 62-1275254, OH S 168, OH 62-1275267, OH S 175, OH 131 -1275264, 
     OH 121-000684 
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Clips 
Distance 
Clips 

The opening between the lower edge of the cradle and the nose bar in the drafting zone of a ring frame or 
roving frame needs to be maintained at an optimum level to get the best quality yarn. If the opening is too 
wide, it results in poor yarn quality, whereas if the opening is too narrow, it leads to undrafted sliver/roving 
which then causes more end breaks. 

TeraSpin distance clips (spacers) are designed to maintain a precise opening between the lower edge of 
the cradle and the nose bar, thus ensuring the best quality yarn. TeraSpin provides various types of 
distance clips and each type of distance clips is customised to ensure a precise opening when xed on 
different cradles as shown below.

OLC 0964 117

OLC 0964118

OLC 0017705

OLC 0964119

OLC 0017627

OLC 0964120

OLC 0004587

OLC 0004588

OLC 0004589

Red

Yellow

Lilac

White

Grey

Black

Beige

Green

Pink

2.5

3.3

3.3

3.6

4.1

4.6

5.6

6.5

8

6.5

5.6

4.7

4.2

8

3.7

2.6

3.4

3.42.5

2.9

2.2

3.9

3.5

5

6

7.5

1.7

Distance clips (spacers) 
for ring frames

Code Colour OH 131-1275264 OH 121-000684 
OH 62-1275254 / OH S 168 / 
OH 62-1275267 / OH S 175

Opening “X” (mm) with cradle

Distance clip Cradle

Nose bar
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TeraSpin distance clips (spacers) 
for roving frames

TeraSpin distance clips (spacers) 
for worsted ring frames
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Distance clips (spacers) 
for roving frames

Code Colour

Opening “X” (mm) with cradle

OH 534 / OH P 310 / OH 524OH 514-1275261 / OH P 110

Apron roller dia. 25 mm Apron roller dia. 25 mm Apron roller dia. 33 mm

Application

Machine  : Roving frame

Process  : Spinning

Weighting arms  : TeraSpin PK 1500 series and PK 1600-40

Cradles   : TeraSpin OH 514-1275261, OH P 110, OH 534-000110, OH P 310,

     OH 534-1275268, OH 524-000110
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Distance clips (spacers) 
for worsted ring frames

Code Colour

Opening “X” (mm) with cradle

OH 554-000075

Application

Machine  : Worsted ring frame

Process  : Spinning

Weighting arm  : TeraSpin PK 1601-01

Cradle   : TeraSpin OH 554-000075


